Zertifikat Certificate A
TUVRheinland

Zertifikat Nr. Certificate No. Blatt Page

R 50363325 0001

Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum  Date of Issue
W.R.Y. 01-ZWC-50061047 001 19.12.2016 (day/mo/yr)
Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant

Zhejiang Benyi Electrical Co., Ltd. Zhejiang Benyi Electrical Co., Ltd.
wenzhou Bridge Industrial Zone, wenzhou Bridge Industrial Zone,
Beibaixiang Yueging (Feice Beibaixiang Yueging (Feice
Explosion-Proof Electric Co., Ltd.) Explosion-Proof Electric Co., Ltd.)
P.R. China P.R. China

Priifzeichen Test Mark Gepriift nach  Tested acc. to

VAN

P ®
TUVRheinland

Type Approved EN 60947 _3 : 2009+A1 +A2

Safety
Regular Production
Surveillance

;ww.tuv.com
ID 14180415867

Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

Switch (PV Switch-disconnector)

Type Designation: BYH-32 BYH-32M1 BYH-32M2 8
Ambient Temperature : -40°C to +85°C
Utilization Category : DC-PV2
Polarity : No polarity
Number of Pole : 4P Appearance
(Connect code: 4,2H,48S,4B)
Rated Operatiocnal Voltage (Ue) : 600/800/1000VDC
Rated Current (Ie) code 4 : 32/32/13A

code 2H: 50/45/13A
code 4S: 32/32/32A
code 4B: 32/32/32A
Conventional Enclousred Free Air
Thermal Current (Ithe) : Same as Ie
Rated Insulation Voltage (Ui) : 1200V
Impulse Withstand Voltage (Uimp): 8,0kV
Rated Short-time Withstand
Current (Icw) : 1kA,1s (code 4, 4S, 4B)
1,7kA,1s (code 2H)

Continued on page 0002
ANLAGE (Appendix): 1 B

Dem Zertifikat liegt unsere Prif- und Zertifizierungsordnung zugrunde und es bestatigt die Konformitdt
des Produktes mit den oben genannten Standards und Prufgrundlagen. Zusatzliche Anforderungen

in Landern, in denen das Produkt in Verkehr gebracht werden soll, miissen zusatzlich

betrachtet werden. Die Herstellung des zertifizierten Produktes wird uberwacht.

This certificate is based on our Testing and Certification Regulation and states the conformity

of the product with the standards and testing requirements as indicated above. Any additional
requirements in countries where the product is going to be marketed have to be considered
additionally. The manufacturing of the certified product is subject to surveillance.

TUV Rheinland LGA Products GmbH, TillystraBe 2, 90431 Niirnberg

Tel.: +49 221 806-1371 e-mail: cert-validity@de.tuv.com
Fax: +49 221 806-3935 http.//www tuv.com/safety

10/020d 0408 ®  TUV, TUEV and TUV are registered trademarks. Utilisation and application requires prior approval.



Zertifikat Certificate
TUVRheinland

Zertifikat Nr. Certificate No. Blatt Page
R 50363325 0002
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum  Date of Issue
W.R.Y. 01-ZWC-50061047 001 19.12.2016 (day/mo/yr)
Genehmigungsinhaber License Holder Fertigungsstiitte Manufacturing Plant
Zhejiang Benyi Electrical Co., Ltd. Zhejiang Benyi Electrical Co., Ltd.
wenzhou Bridge Industrial Zone, wenzhou Bridge Industrial Zone,
Beibaixiang Yueging (Feice Beibaixiang Yueging (Feice
Explosion-Proof Electric Co., Ltd.) Explosion-Proof Electric Co., Ltd.)
P.R. China P.R. China
Priifzeichen Test Mark Gepriift nach Tested acc. to
Type Approved EN 60947-3 :2009+A1+A2
Safety
Regular Production
Surveillance
. ®
TUVRheinland
CERTIFIED www.tuv.com
\_ ID 1419041567
Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

Switch (PV Switch-disconnector)
Continuation from page 0001

Rated Short-circuit Making

Capacity (Icm) : 1,7kA (code 4, 4S, 4B)
3kA (code 2H)

Rated Conditional Short-circuit

Current : 3kA
Pcllution Degree g

Degree of Protection : IP66
Suitability for Isolation : Yes

ANLAGE (Appendix): 1

Dem Zertifikat liegt unsere Pruf- und Zertifizierungsordnung zugrunde und es bestatigt die Konformitat
des Produktes mit den oben genannten Standards und Priifgrundlagen. Zusitzliche Anforderungen

in Landern, in denen das Produkt in Verkehr gebracht werden soll, miissen zusdizlich

betrachtet werden. Die Herstellung des zertifizierten Produktes wird uberwacht.

This certificate is based on our Testing and Certification Regulation and states the conformity

of the product with the standards and testing requirements as indicated above. Any additional
requirements in countries where the product is going to be marketed have to be considered
additionally. The manufacturing of the certified product is subject to surveillance.

TUV Rheinland LGA Products GmbH, Tillystrafle 2, 90431 Niirnberg

Tel : +49 221 806-1371 e-mail: cert-validity@de tuv.com
Fax: +49 221 806-3935 http.//www tuv com/safety

10/020d 04.08° ®  TUV, TUEV and TUV are registered trademarks. Utilisation and application requires prior approval.



Zertifikat Certificate
TUVRheinland

Zertifikat Nr. Certificate No. Blatt Page
R 50363325 0003
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum  Date of Issue
W.R.Y. 01-ZWC-50061047 001 19.12.2016 (day/mo/yr)
Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant
Zhejiang Benyi Electrical Co., Ltd. Zhejiang Benyi Electrical Co., Ltd.
wenzhou Bridge Industrial Zone, wenzhou Bridge Industrial Zone,
Beibaixiang Yueqging (Feice Beibaixiang Yueging (Feice
Explosion-Proof Electric Co., Ltd.) Explosion-Proof Electric Co., Ltd.)
P.R. China P.R. China
Priifzeichen Test Mark Gepriift nach  Tested acc. to
ﬁ Type Approved EN 60947—3 :2009+A1+A2
Safety
Regular Production
‘é Surveillance
" ®
TUVRheinland
CERTIFIED www.tuv.com
& 1D 1419041567
Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

Switch (PV Switch-disconnector)

as page 0001

Addition
Type Designation: 1) BYT-32 BYT-32M1 BYT-32M2

2) BYT.1-32 BYT.2 -32
Ambient Temperature : -40°C to +85°C
Utilization Category : DC-PV2
Polarity : No polarity
Number of Pole : 4P Appearance

(Connect code: 4,2H,48S,4RB)

Rated Operational Voltage (Ue) : 600/800/1000/1200VDC
Rated Current (Ie) code 4 : 32/32/13/13A

code 2H: 50/45/13/13A

code 4S: 32/32/32/32A

code 4B: 32/32/32/327
Conventional Enclousred Free Air

Thermal Current (Ithe) : Same as Ie
Rated Insulation Voltage (Ui) : 1200V
Impulse Withstand Voltage (Uimp): 8, 0kV
Degree of Protection : 1) IP66
2)IP20

ANLAGE (Appendix): 1.1

Dem Zertifikat liegt unsere Prif- und Zertifizierungsordnung zugrunde und es be statigt die Konformitat
des Produktes mit den oben genannten Standards und Prifgr undlagen. Zusdtzliche Anforderungen

in Landern, in denen das Produkt in Verkehr gebracht werden soll. mussen zusatzlich

betrachtet werden. Die Herstellung des zertifizierten Produktes wird iiberwacht.

This certificate is based on our Testing and Certification Regulation and states the conformity

of the product with the standards and testing requirements as indicated above. Any additional
requirements in countries where the product is going to be marketed have to be considered
additionally. The manufacturing of the certified product is subject to surveillance.

TUV Rheinland LGA Products GmbH, Tillystrafie 2, 90431 Niirnberg

Tel.: +49 221 806-1371 e-mail: cert-validity@de tuv.com
Fax: +49 221 806-3935 http://www tuv.com/safety

10/020d 04.08 ® TUV, TUEV and TUV are registered trademarks. Utilisation and application requires prior approval.



