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Non-polarity DC Isolator Switch
BYT-32 Technical Data

AS5033
Data according to IEC 60947-3 2014

Main Contacts Type BYT-32 Appendix B5
Rated thermal current Ithe A 32 Making &
Rated insulation voltage Ui V 1200 Breaking
Distance of contacts (per pole) mm 8 5x operations
Rated operational current Ie 300V A 25 40.5
DC21A 1 pole 400V A 16 24
& DC21B 1 500V A 13 19.5

600V A 10 15
800V A 5 7.5

L/R = 1ms 1000V A 2.5 3.75

DC21B 2 poles in series 500V A 32 48
2 600V A 32 48

700V A 27 40.5
800V A 23 34.5
900V A 20 30

1000V A 13 19.5
1200V A 10 15

2 poles in series 500V A 58 87
+ 2 poles parallel 600V A 50 75
2+2 700V A 27 40.5

800V A 23 34.5
900V A 20 30

1000V A 13 19.5
1200V A 10 15

3 poles in series 500V A 32 48
3 600V A 32 48

700V A 32 48
800V A 32 48
900V A 32 48

1000V A 32 48
1200V A 16 24

3 poles in series 500V A 58 87
+ 2 poles parallel 600V A 50 75
3+2 700V A 45 67.5

800V A 45 67.5
900V A 45 67.5

1000V A 45 67.5
1200V A 16 24

4 poles in series 500V A 32 48
4 600V A 32 48

700V A 32 48
800V A 32 48
900V A 32 48

1000V A 32 48
1200V A 32 48

4 poles in series 500V A 58 87
+ 2 poles parallel 600V A 58 87
4+2 700V A 58 87

800V A 58 87
900V A 58 87

1000V A 58 87
1200V A 50 75
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